Smooth-N-Groove

Super conformable media
for textured surfaces

« White vinyl/foil media with permanent - [l ﬁ.,wﬂ“"“--um%
adhesive (9 mil thick) ﬂégf I’HEMIUM QUALTTY PRODUCTS "'i

« Conforms to rough surfaces {
without specialized equipment

+ No heat guns required

« Easy to install (peel & stick)

+ No overlaminate required

» Create wall graphics without the
time and cost of painted murals

Easy to apply
and conforms to
W varied surfaces

Smooth-N-Groove® applies to:
« Brick

- Concrete

» Corrugated Metal
» Asphalt

« Stone
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No overlaminate
needed

Printable with
UV inkjet, latex,

solvent,
eco-solvent
Long term 24 ; S
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No heat
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Smooth-

N-Groove’

Sizes:

« SNG-23x10 (23"x10’)

« SNG-47x50 (47"x50")

« SNG-47x100 (47"x100")
« SNG-47x300 (47"x300")

Duration:
« Outdoor use: 1+ year

Application Ideas:

« Sport arenas and stadiums

« Concert venues and pavilions
« Now hiring sign

- Wayfinding PHYSICAL PROPERTIES TEST METHODS AVERAGE RESULTS
- Retail entrances Thickness PSTC- 133
« Cultural events - Substrate 0.0065 inch (0.165 mm)
- Pressure Sensitive adhesive 0.0025 inch (0.064 mm)
ReStauran.tS ) - Release Liner 0.006 inch (0.152 mm)
« Construction graphics
o Event branding Peel Adhesion to: PSTC-101
+ Storefront graphlcs - Stainless Steel 15 minute dwell 80 oz/in (88 N/100 mm)
- Office hours on exterior wall 24 hour dwell 100 oz/in (110 N/100 mm)
- Powder coated surfaces * 15 minute dwell 70 0z/in (77 N/100 mm)
24 hour dwell 80 oz/in (88 N/100 mm)
- Polyethylene 15 minute dwell 50 0z/in (55 N/100 mm)
24 hour dwell 60 oz/in (66 N/100 mm)
Shear Adhesion to: PSTC-107
- Stainless Steel 1/2"x1/2"x 10009 5 hours
Tack PSTC-6
Rolling Ball Tack < 5inches

Note: While the data contained herein is believed to be reliable averages of the product’s properties, the data should not be used for
specification purposes. Color and lot variances of carpet and coated surfaces including paints, powder coatings, lacquers, stains, and
other treatments may vary the performance and should be evaluated for the compatibility of the tape to the specific surface.
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